
Modular Installation Devices, Mounting Depth 55 mm  >N<
Miniature Circuit-Breakers

5SX2, 6 kA

12/31Siemens ET B1 T · 2006
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■ Selection and ordering data

The versions 5SX2 C 0.5 ... 32 1-pole, 2-pole and 3-pole are certified 
to UL 1077 and CSA 22.2 No. 235-M 89 and can be used as supple-
mentary protectors up to 277 V AC (1-pole) and 480 V AC (2-pole, 
3-pole).
For additional components see page 12/35.
For accessories see pages 12/36 to 12/39.

1) Also suitable for 21-kW active power with three-phase currents of 400 V 
(e.g. continuous-flow heaters with short-time operation duty) or 7-kW active 
power at 230 V AC (e.g. storage in not-continuous duty). For continuous 
load applications, the use of miniature circuit-breakers of characteristic B 
or C and In = 40 A is recommended.

2) Rated breaking capacity 4.5 kA is only valid for characteristic D.

3) Without V mark.

■ Dimensional drawings

5SX2

In MW Characteristic C Characteristic D Weight
1 unit
approx.

PS*/
P. unitOrder No. Order No.

A kg Unit(s)

3-pole

0.5 3 5SX2 305-7 5SX2 305-8 0.440 1/4
1 5SX2 301-7 5SX2 301-8 0.440 1/4
1.6 5SX2 315-7 5SX2 315-8 0.440 1/4

2 5SX2 302-7 5SX2 302-8 0.440 1/4
3 5SX2 303-7 5SX2 303-8 0.440 1/4
4 5SX2 304-7 5SX2 304-8 0.440 1/4

6 5SX2 306-7 5SX2 306-8 0.440 1/4
8 5SX2 308-7 5SX2 308-8 0.440 1/4

10 5SX2 310-7 5SX2 310-8 0.440 1/4

13 5SX2 313-7 5SX2 313-8 0.440 1/4
16 5SX2 316-7 5SX2 316-8 0.440 1/4
20 5SX2 320-7 5SX2 320-8 0.440 1/4

25 5SX2 325-7 5SX2 325-8 0.440 1/4
32 1) 5SX2 332-7 5SX2 332-8 0.440 1/4
40 2) 5SX2 340-7 5SX2 340-8 0.450 1/4

50 2) 5SX2 350-7 5SX2 350-8 0.450 1/4
63 3) 5SX2 363-7 -- 0.450 1/4

3-pole + N

6 4 5SX2 606-7 -- 0.450 1/3
10 5SX2 610-7 -- 0.450 1/3
13 5SX2 613-7 -- 0.450 1/3

16 5SX2 616-7 -- 0.450 1/3
20 5SX2 620-7 -- 0.450 1/3
25 5SX2 625-7 -- 0.450 1/3

32 5SX2 632-7 -- 0.450 1/3
40 5SX2 640-7 -- 0.450 1/3
50 5SX2 650-7 -- 0.450 1/3

4-pole

6 3) 4 5SX2 406-7 -- 0.590 1/3
10 3) 5SX2 410-7 -- 0.590 1/3
13 3) 5SX2 413-7 -- 0.590 1/3

16 3) 5SX2 416-7 -- 0.590 1/3
20 3) 5SX2 420-7 -- 0.590 1/3
25 3) 5SX2 425-7 -- 0.590 1/3

32 3) 5SX2 432-7 -- 0.590 1/3
40 5SX2 440-7 -- 0.590 1/3
50 5SX2 450-7 -- 0.590 1/3
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6 000
3

* You can order this quantity or a multiple thereof.




