
Sensor cable

Order number: 101164

Typ EC0001

Sensor cable

M12 connector

Free from silicone

Gold-plated contacts

Made in Poland

Electrical data

Electrical design AC/DC

Opertating voltage [V] 250 AC / 300 DC

Current rating [A] 4

Protection class II

Environment

Ambient temperature [°C] -25...70, cULus: max. 50°C

Ambient temperature (moving) [°C] 5…70, cULus: max. 50°C

Protection IP 65 / IP 67

Mechanical data

Design straight

Material body housing: TPU (orange); sealing: FKM (Viton)

Material nut diecast zinc

Tightening torque [Nm] 0.6…1.0

Drag chain suitability Bending radius for flexible applications: min. 10 x cable diameter

Travel speed: max. 3,3m/s for a horizontal tavel 

length of 5 m and max. 

acceleration of 5m/s²

Bending cycles: 1.000.000

Torsional strain: ± 180 °/m

Weight [kg] 0.077

Electrical connection

Connection 2 m PVC cable; 3 x 0,25 mm² (14 x Ø 0,15 mm); Ø 4,5 mm

Sheath colour black

Wiring

Core colours

BK black

BN brown

BU blue

Remark

Pack quantity [piece] 1

 101164 - EN

Subject to alterations
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