MRO/FACILITY/SAFETY

Indoor/Outdoor Grade
Facility & Safety Labels

This indoor/5-yr outdoor vinyl is very pliable and conforms well to smooth or rough surfaces
such as pipes, walls, doors, panels, shelving, bins and equipment. Aggressive permanent
adhesive. Excellent resistance to oils, detergents, dirt, grime and many solvents.

B-580 Indoor/Outdoor Vinyl material, permanent adhesive, good for rough surfaces.
Temp Range: -40°F to 248°F (-40°C to 120°C).

Part Labels per Dimensions — inches = Dimensions - mm
Diagram _Number Cartridge A B A B Color
XC-500-580-WT-BK 1roll (cont) ~ 30ft.  0.500 914m 1270 [BKon

XC-1000-580-WT-BK 1roll (cont) = 30ft.  1.000 914m 2540 [BKon
XC-1500-580-WT-BK 1roll (cont) ~ 30ft.  1.500 914m 3810 [BKon
XC-500-580-OR-BK 1roll (cont) = 30ft.  0.500 9.14m 12.70
XC-1000-580-0R-BK 1 roll (cont.) 30 ft. 1.000 914m 25.40
XC-1500-580-0R-BK 1roll (cont) = 30ft.  1.500 9.14m 38.10
XC-500-580-YL-BK 1roll (cont) ~ 30ft.  0.500 914m 1270
XC-1000-580-YL-BK 1roll (cont) = 30ft.  1.000 9.14m 2540
XC-1500-580-YL-BK 1 roll (cont.) 30 ft. 1.500 914m 38.10
XC-500-580-CL-BK  1roll (cont) = 30ft.  0.500 9.14m 1270 [BKonCL
XC-1000-580-CL-BK 1roll (cont) ~ 30ft.  1.000 9.14m 2540
XC-1500-580-CL-BK 1roll (cont) = 30ft.  1.500 9.14m 3810 [BKonCL
XC-500-580-RD-WT 1roll(cont)  30ft.  0.500 914m 1270 on Rl
XC-1000-580-RD-WT 1 roll (cont) = 30ft.  1.000 9.14m 2540
XC-1500-580-RD-WT 1 roll (cont) ~ 30ft.  1.500 914m 38.10
XC-500-580-GN-WT 1 roll (cont) = 30ft.  0.500 9.14m 12.70
XC-1000-580-GN-WT 1 roll (cont.) 30 ft. 1.000 914m 25.40
XC-1500-580-GN-WT 1 roll (cont) = 30ft.  1.500 9.14m 38.10

@ Diagram A

XC-500-580-BL-WT 1 roll (cont) ~ 30ft.  0.500 914m 1270

XC-1000-580-BL-WT 1 roll (cont) = 30ft.  1.000 9.14m 2540
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XC-1500-580-BL-WT 1rollcont) | 30ft.  1.500 = 914m 3810 i TEXT 1
XC-500-580-WT-RD Trollcont) = 30ft 0500 | 914m 1270 BT TEXT 2
XC-1000-580-WT-RD 1 roll (cont) ~ 30ft.  1.000 914m 2540 [RDonWT i

XC-1500-580-WT-RD Troll cont) = 30ft 1500 | 914m 3810 [RDonWr

MRO/FACILITY/SAFETY

Bins & Storage ID,
General Industrial ID

Choose from several aggressive label materials in a variety of sizes.
B-422 Gloss Polyester material, permanent adhesive. For smooth surfaces.
Temp Range. -40°F to 212°F (-40°C to 100°C). UL recognized.

B-428 Metallized Polyester material, permanent adhesive, silver finish.
Temp Range. -40°F to 176°F (-40°C to 80°C). UL recognized.

Introducing the only Labeling
Tool to deserve the name...

B-499 Nylon Cloth material, permanent adhesive. Pliable for rough or smooth surfaces. A pisgram

Temp Range: -94°F to 194°F (-70°C to 90°C). UL recognized. J(L —

B-483 Ultra Aggressive Polyester, permanent adhesive for powder-coated/textured T TEXT 1

surfaces. Temp Range: -40°F to 248°F (-40°C to 120°C). UL recognized. B TEXT 2

B-580 Indoor/Outdoor Vinyl material, permanent adhesive, good for rough L TEXTS3

surfaces, wide range of colors. Temp Range: -40°F to 248°F (-40°C to 120°C).

A Diagram
Part Labels per Dimensions - inches = Dimensions — mm Material 7?‘7'“4’
Diagram _ Number Cartridge A B A B Notes Color T

A X7-42 350 0500 0500 | 1270 1270 | Gloss Polyester TEXT1
A X-11-499 350 0750 0500 | 1905 1270 | Permanent Nylion Cloth B TEXT 2
A X17-483 500 1000 0500 | 2540 1270 | Ulira Polyester for Textured surfaces  [BKonWT L TEXTS
A X-84-499 500 0900 0500 2286 1270 | Permanent Nylon Cloth BK on WT
A XA7-428SVBK 500 1000 0500 2540 1270 | Metalized Polyester BK on SV _ Keyboard Layout
A X-19-422 250 1.000 1000 @ 2540 2540 | Gloss Polyester Bkonwr] 9 Diagram
A X-24-428-SVBB-BK 500 1130 0500 2870 1270  Metallized Polyester (Black Border) [BKonSV A
A X-29-428-SV-BK 500 1500 0500 @ 3810 1270 | Metallized Polyester BKon SV .
A X-30-422 250 1.500  0.750 3810 19.05  Gloss Polyester BK on WT }
A X61-483 100 2000 0500 | 50.80 1270 | Ultra Polyester for Textured surfaces  [BK.on WT ABC Layout
A X-20-483 100 2.000 1.000 50.80  25.40 Ultra Polyester for Textured surfaces BK on WT \
A X-20-428-SV-BK 100 2000 1000 & 5080 2540  Metallized Polyester BKon SV @ Diagram
®  X-82-499 350 0.375 dia 9.53 dia Permanent Nylon Cloth (Round Label) I A |
®  X-83-499 350 0.500 dia 12.70 dia Permanent Nylon Cloth (Round Label) T [ TEXT 1 |
(®  XC-1000-483 1roll cont) 301t 1.000 914m 2540  Ulira Polyester for Textured surfaces .
®  XC-500-580-YL-BK 1roll cont) | 30f 0500 | 9.14m 1270 | Indoor/Outdoor Vinyl (colored supplies) [BKORYL B TEXT 2 Two prin ter k e_yboa_r d Iayou ts. :
©  XC1000-560-YL-BK 1rollont) | 30, 1000 | 914m 2540  Indoor/OutdoorViny coored suppiesy” BKORYL] | Identical functlona[/ty and Supp[/e S.
(®  XC-1500-580-YL-BK 1 roll (cont) = 30 ft. 1.500 9.14m 38.10 Indoor/Outdoor Vinyl (colored supplies)* ' [BK on YL N

*Also available in Red, Orange, Green, Blue, White and Clear—refer to "Facility & Safety Labels" on facing page.
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Catalog # Description

XPERT-ABC IDXPERT Printer — ABC Layout*

XPERT-KEY IDXPERT Printer — KEYBOARD Layout*
XPERT-AC AC Adapter (for ABC or KEY printers)
PCCABLE-1 PC Cable for Upgrades Only (for ABC or KEY)
PCK-4 Cleaning Kit

XPERT-HC-ABC  Spare Hard Case for ABC Layout Printer
XPERT-HC-KEY  Spare Hard Case for KEYBOARD Layout Printer

* Printer ships with: Hard carry case, 1.5" x 30" Continuous Tape,
PC Cable for upgrades only, Product CD with Tutorials

IDXPERT"

HANDHELD LABELER

More Options
MORE TYPES OF LABELS

Self-Lams, Sleeves and 90+ label styles to
choose from including Continuous Tapes.

MORE WIDTH
Materials up to 1.5" wide, Prints characters up to 1.25".

MORE SYMBOLS
82 symbols plus bar codes.

OAMACDI O Half [+ I\\\Mlﬂ!ﬂ!\ﬁﬂlll\l
More Brains

DROP, LOCK & PRINT
Quick loading cartridge makes switching jobs really fast.

“SMART CARTRIDGE” SAVES TIME

Auto-senses label type and size. NO extra keys to press.
INTUITIVE USER INTERFACE

Easily access even complex functions in fewer steps!
MEMORY

Store frequently used set-ups.

DISPLAY

Larger, more informative display.

TRULY HANDY
Ergonomic design really fits your hand!

More Brawn

PRINTS FAST & CLEAN
300 dpi thermal transfer printing stays crisp and bright.

TOUGH
Rugged, drop-tested construction.

Less Waste

SAVES YOU MONEY
Edge-to-edge printing and Die Cut labels
reduce your materials expenses. AL

Use only the amount you need.
N N G N U - -

1S0 9001
Certified

MS380098

DXPERT

HANDHELD LABELER

Brady’s outstanding new portable printer.

More Options, More Brains, More Brawn...

Less Waste!
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3 ] - ' Wire & Cable Markers — P leeve™ S Y Automation & Electrical C t Mark Cable Mark
TTE Wire & Cable Markers — Adhesive Wrap Around ire & Cable Markers — Permasleeve™ Sleeves x,r{.b,,gf.a» utomation & Electrical Component Mar able Markers o
Q . W \’
o Durable vinyl cloth wrap-around wire & cable marker. Stays in place, but can be These full circle heat-shrink sleeves are the ultimate in marker durability, permanence g Various sizes & label types for marking relays, solenoids, switches, Ideal for marking data cabling, this cable marker’s protected printing offers
g removed cleanly and reapplied if necessary. Printer automatically “multiple repeats” and aesthetic appearance. Fast-shrink rate saves time & cost during installation. y drive motors or just about any component you have to label. superior abrasion resistance and resistance to dirt, oils, solvents and water.
. - o .. e . - .. -- = - H - . . . H H H
2 your text to create a wrap-around marker with 360° visibility of legend. Available as individual 1-inch long markers or cut-to-length continuous supply. 239 B-499 Nylon Cloth material, permanent adhesive. Pliable for rough or smooth Marker features a clear non-printed area which wraps around and overlaminates the
;:'1 B-498 Vinyl Cloth material. Temp Range: -40°F to 175°F (-40°C to 70°C). B-342 Heat Shrink Polyolefin material, 3-to-1 shrink ratio, self-extinguishing, meets material 1.5 surfaces. Temp Range: -94°F to 194°F (-70°C to 90°C). UL recognized. printed text. Printer automatically “multiple repeats” your text in white print area.
i — ot Labelspor | Dimensions inches | Dimensions - mm K Diagram & physical properties requirements of M/L"D TL-23053/5C class Z’CM/L'M "2(7353 1, MIL-STD-202f; : B-428 Metallized Polyester material, permanent adhesive, silver finish. B-427 Vinyl Self-Laminating material, resistant to water, oil, solvents and abrasion.
Gauge* Diameter Diagram _ Number Cartridge A B A Color A method 215 and UL 224. Temp Range: -67°F to 275°F (-55°C to 135°C). - Temp Range: -40°F to 176°F (-40°C to 80°C). UL recognized. Temp range: -94°F to 158°F (-70°C to 70°C). UL recognized.
22-16 Gauge  0.110" maxdia (.80 mm) sk  X-7-498 350 0500 0500 @ 1270 1270 TEXT1 : . | ] .
16-10 Gauge 0.160" max dia 24 00 mm) *  X-11-498 350 0500 0.750 1270  19.05 TEXT 1 Wire Wire Diameter Part Labels per | Di ions — inches | Dil ions — mm R B-422 Gloss Polyester material, permanent adhesive. For smooth surfaces. A Diagram Sized Part Labels per Dimensions — inches Dimensions — mm
\ - - - : . . - TEXT 1 Gauge* Range Diagram _ Number Cartridge A B A B Color Temp Range' -40°F to 212°F (_4000 to 1 0000) UL recognized » —A—— to Fit Diagram _ Number Cartridge A B C A B C Color
e 5 20 o 100 a4 24 il kot T.015" MARKER LENGTH a1 ' ' ' [ wexrs 2pair Fiber/Coaxial, Smgle/Muli-Mode D XSL-19-427 250 | 1000 1000 0375 | 2540 2540 953
-10 Gauge 210" maxdia (5.00mm) A X-18- . . - - on l 22-16 Gauge 0.046-0.110dia (1.20-2.80mm) M  XPS-125-1 100 1015 0235 2578 596 [BKonWT BI TEXT 2 ) Material Part Label Dimensions = nches | Dimenslans = B TEXT 2 CAT-5, 4pair UTP Copper D XSL-102-427 250 0500 1.250 0375 @ 1270 3175 953
10-4Gauge  0.270" maxdia (7.00mm) S  X-103-498 250 1000 1250 | 2540 3175 |[BKonWT - - : - Srey i ateria ) a abels per | Dimensions — inches | Dimensions — mm : : :
' : 18-12 Gauge 0.062-0.150 dia (1.60-3.80mm) M  XPS-187-1 100 1015 0335 | 2578 850 [BKonWT Notes Diagram _ Number Cartridge A B A B Color i TEXT 3 CAT-5, 4pair UTP Copper, Fiber, Coaxial D XSL-103-427 250 1000 1250 0500 = 2540 3175 1270
*Approx based on AWG for THHN wire 16-10 Gauge 0.094-0.215dia (240-550mm) M XPS-250-1 100 1.015 0439 | 2578 1115 General Purpose Nylon Cloth A X-11-499 350 0750 0500  19.05 1270 v CAT-5, 4pair UTP Copper D XSL-115-427 250 1500 1.250 0500 @ 3810 3175 1270 [BKonWT
12-6 Gauge 0.125-0.320dia (3.20-810mm) M  XPS-375-1 100 1015 0645 | 2578 16.38 General Purpose Nylon Cloth A X-84-499 350 0900 0500 | 2286 1270 CAT-5, 4pair UTP Copper D XSL-29-427 500 0500 1500 0500 & 1270 3810 1270
CONTINUOUS (CUT TO LENGTH) Metallized Polyester A X-17-428-5V-BK 500 1.000 0500 | 2540 1270 A Diagram CAT-5, 4pair UTP Copper D XSL-30-427 250 0750 1500 0500 & 19.05 3810 1270
22-16 Gauge 0.046-0.110dia (1.20-280mm) E  XPS-125-CONT 1rollcont) 12ft 0235 365m 596 Metallized Polyester (Black Border) A X-24-428-SVBB-BK 500 1130 0500 | 2870 1270 f——A—] CAT-5, 4pair UTP Copper, Fiber, Coaxial D XSL-31-427 250 1000 1500 0500 = 2540 3810 1270
m 22-16 Gauge 0.046-0.110dia (120-280mm) B XPS-125-CONT-YL-BK 1roll (cont) 121t  0.235 365m 596 Metallized Polyester A X-29-428-5V-BK 500 1500 0500 | 3810 1270 T TEXT1 CAT-5, 4pair UTP Copper, Fiber, Coaxial D XSL-31-427-YL-BK 250 1000 1500 0500 @ 2540 3810 1270 [BKonYL
18-12 Gauge 0.062 - 0150 dia (1.60-380mm) K XPS-187-CONT 1rollcont) 12ft 0335 365m 850 WT Metallized Polyester A X-20-428-SV-BK 100 2000 1.000 | 5080 2540 B TEXT 2 CAT-5, 4pair UTP Copper, Fiber, Coaxial D XSL-32-427 250 1500 1500 0500 = 3810 3810 1270 _
m 18-12 Gauge 0.062 - 0.150 dia (1.60-3.80mm) E  XPS-187-CONT-YL-BK 1roll (cont) 12f.  0.335 365m 850 Gloss Polyester A X-19-422 250 1.000 1.000 = 2540 25.40 TEXT 3 25pair Copper, 4-12pair Fiber, Coaxial D XSL-21-427 100 1000 2500 0.750 @ 2540 63.50 19.05 . Diag rl:‘\‘m
16-10 Gauge 0.094 - 0.215dia (240-550mm) B XPS-250-CONT 1rollcont) 12ft 0439 365m 11.15 Gloss Polyester A X-30-422 250 1500 0750 | 3810 19.05 L 25pair Copper, 4-12pair Fiber, Coaxial D XSL-21-427-YLBK 100 1000 2500 0750 = 2540 6350 19.05 s
16-10 Gauge 0.094-0.215dia (240-550mm) B XPS-250-CONT-YL-BK 1 roll (cont) 12ft. 0439 365m 11.15 Gloss Polyester ®  XC-1000-422 Trollcont) 30ft  1.000 = 9.14m 2540 [BKonWT) 25pair Copper, 4-12pair Fiber, Coaxial D XSL-116-427 100 1500 2500 0750 | 3810 6350 19.05 T Eiﬁ c
126 Gauge 0.125-0.320dia (3.20-810mm) @  XPS-375-CONT 1roll cont) 12ft  0.645 365m 16.38 . 50pair Copper, 24pair Fiber, Backbone D XSL-23-427 100 1000 4000 1.000 = 2540 101.60 2540
I *Approx based on NEC for THHN wire. @ Diagram | 50pair Copper, 24pair Fiber, Backbone D XSL-23-427-YL-BK 100 1000 4000 1000 | 2540 10160 2540 |[BKon¥L] B /
(i | - ] 50pair Copper, 24pair Fiber, Backbone D XSL-33-427 100 1500 4.000 1.000 38.10 101.60 25.40 L o/
) | 100pair Copper, 36pair Fiber, Backbone D XSL-34-427 50 1.500 6.000 1.500 38.10 15240 38.10 [BKonWT
- ' B-6527 | " — l >anel Mfg. by [ TEXTL %
0:71319 0:71318 0:71¢ ) 1313 — & s . i‘r TEXT 2
2 0:71319 0:71318 0:71% 1313 - 2 -TRASONIC! INC.. | e N n
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N W_' & Cable Mark Self L aminati 42> X ID for Racks, Bays, Frames, RA
ire apie viarkers — o¢é amina Ing 1’5 82 VOICE/DATA COMM LD. PUbIIC Network & Data Centers
m This wire & cable marker’s protected printing offers superior chemical and abrasion 1600 P t h P I 0 tl t & F I t M k 7%
Lu resistance. Marker features a non-printed clear area which wraps around and 48 atc ane ’ utie acep ate viarkers Variety of sizes and permanent materials for marking Racks, -
overlaminates the printed text. Printer automatically “multiple repeats” your 600 : . , . i Bays, Frames, Slots and other voice/data equipment.
m text in the white pr[i)nt area y ple rep y : 84 Label patch panels with continuous supplies that set automatically AP'agfam A yS, ’ ) q p,
_ e , , to user-defined fixed spacing intervals. Die cut parts available for B-422 Gloss Polyester material, permanent adhesive.
m £T¥-427 Vinyl Sgg;éatmlfgglof}g r%z;ega;/, ;eosi%tamzj tLo water, ol dso/vents and abrasion. 1o marking individual ports and wall faceplates. Temp Range: -40°F to 212°F (-40°C to 100°C). UL recognized.
emp range: - 0 - 0 . UL recognized. : . . i i
p rang ( ) g R J B-422 Gloss Polyester material, permanent adhesive. B-483 Ultra Aggressive Polygster, permanent fdheswe fgr powder-coated/textured
Q \(I;Vire glax. Wire b NPm")l I.gbelsdper AJimensionEs— inchesc A Dimensi%ns— mm c e .86 __ Temp Hange: -40°F to 212°F ( -40°C to 10000)- UL r ECOQH/Zed- surfaces. Temp Range: -40°F to 248°F (-40 Cto120 C) - UL recognized.
—Gauge® iamoter Diagram _Number artridgo olot B-580 Indoor/Outdoor Vinyl material, permanent adhesiv for rough
16-10 Gauge  0.160" max dia (4.00 mm) D XSL-11-427 500 0500 0750 0375 1905 1905 953 [BKonWT Diagram 1000 Part Labels per | Dimensions - inches | Dimensions — mm Su,?ffes ‘Zﬁge/,% ‘;ogf co/ojr,s 7%,6,}7 aéa;;e o a_;OOFa g) 2848%7((_%08 ;00;1 30 °C) " | m bl n
|~ 16-10 Gauge  0.160" max dia (4.00 mm) D XSL-96-427 250 1000 0750 0375 | 2540 1905 953 [BKonWT ~—A— 67 icati Diagram __ Number Cartridge A B A B ' g - 1emp hange: ' - - - i - - i
12-10 Gauge  0.210" max dia (5.00 mm) D XSL-17-427 500 | 0500 1000 0375 & 1270 2540 953 TEXTL | [ ELECTRICAL 1.D. 1988 Label Each Port A X742 350 0.500 0500 | 12.70 1270 _ ) o —
m 12-10Gauge  0210" maxdia (5.00mm) D XSL-18-427 250 | 0750 1.000 0375 | 1905 2540 953 TEXT 1 . o8 |10 Label Multiple Ports on Cont. Tape  ©  XC-375-422 Troll cont) | 30ft. 0375 | 9.14m 9.53 I Text1 Notes Diagram _ Number o A T S ST
12-10 Gauge  0.210" max dia (5.00 mm) D XSL-19-427 250 1000 1000 0375 & 2540 2540 953 B Te rmin a I B I 0 c k M a rke I‘S Label Multiple Ports on Cont. Tape  ©  XC-500-422 Troll cont)  30ft 0500 | 9.14m 1270 B\.TEXT2 [100|101|102... Uttra Polyester for powder-coated/textured surfaces A X-17-483 500 1000 0500 | 2540 1270 |[BKonWT
Lu 10-4Gauge  0270"maxdia (7.00mm) D XSL-102-427 250 | 0500 1250 0375 | 1270 3175 953 7 1606 Label Faceplate A X742 500 1000 0500 | 2540 12.70 | [Texts Utira Polyester for powder-coated/textured surfaces A X-20-483 100 2000 1000 5080 2540 [BKonWT
10-4 Gauge  0.270" max dia (7.00 mm) D XSL-103-427 250 | 1.000 1250 0500 @ 2540 3175 1270 / . . . . .09 Label Faceplate A X29-422 500 1.500 _0.500 | 38.10 1270 . Uttra Polyester for powder-coated/textured surfaces A X-61-483 100 2000 0500 | 50.80 1270
Q. 10-4Gauge  0.270"maxdia (7.00mm) B XSL-115-427 250 | 1500 1250 0500 & 3810 3175 1270 These specially-designed narrow-width markers automatically set to 1000 : Ulra Polyester for powder-coated/textured surfaces  XC-1000-483  1roll(cont) | 30t 1.000 | 9.14m 25.40 J
10-4 Gauge 0.320" max dia (8.00 mm) D XSL-29-427 500 0500 1500 0500 @ 1270 3810 12.70 f|x_ed spacing and separqtlon between |egends and rotate to top-down 18 Gloss Polyester for smooth/lightly textured surfaces A X-17-422 500 1000 0500 @ 2540 12.70
x 10-4 Gauge 0.320" max dia (8.00 mm) D XSL-30-427 250 0750 1500 0500 & 19.05 3810 12.70 orientation for perfept _allgnment on tqr_mlnal _b|°CkS- - Gloss Polyester for smooth/lightly textured surfaces A X-19-422 250 1.000 1.000 | 2540 25.40 @ Diagram
10-4 Gauge 0.320" max dia (8.00 mm) D XSL-31-427 250 1.000 1500 0500 = 2540 3810 12.70 Printer can auto-serialize to save additional time. “’,‘l‘f = Gloss Polyester for smootflightly textured surfaces A X-29-422 500 1500 0500 @ 3810 1270 a9 A
10-4 Gauge 0.320" max dia (8.00 mm) D XSL-31-427-YL-BK 250 1.000 1500 0500 | 2540 3810 1270 [BKonYL] . ; o o o o ! Gloss Polyester for smooth/lightly textured surfaces A X-30-422 250 1500 0750 | 38.10 19.05 -
7 - B-498 Vinyl Cloth material. Temp Range: -40°F to 175°F (-40°C to 70°C). y anty : : : :
m 104Gauge  0.320"maxdia B00mm) D XSL-32-427 250 1500 1500 0500 | 3810 3810 1270 96 Vinyl Cloth material. Temp Range: -40°F 1o 175°F (-40°C to 70°C) 1060 | 1A I 1A | \ o Gloss Polyester for smootfviighty texured surfaces ~ ©  XC-1000-422  1rollGont)  30ft 1000 | 9.14m 2540 1 TEXT 1
3Gauge-2/0  0.530"maxdia (14.00mm) D XSL-21-427 100 | 1000 2500 0750 | 2540 6350 1905 A2 i ciat |\ w2t Indoor/Outdoor Viny! (colored supplies)* ®  XC-500-580-YL-BK 1roll(cont) = 30ft. 0500 | 914m 1270 [BKon¥L] B TEXT 2
m 3 Gauge-2/0 0.530" max d!a (14.00 mm) D XSL-21-427-YL-BK 100 1.000 2500 0.750 2540 6350 19.05 Width _ Part Labels per | Dimensions — inches | Dimensions — mm 1660 Indoor/Outdoor Vinyl (colored supplies)* (®  XC-1000-580-YL-BK 1 roll (cont) = 30ft.  1.000 9.14m 25.40 i
3 Gauge-2/0 0.530" max dia (14.00 mm) : XSL-116-427 100 1500 2500 0750 & 3810 63.50 19.05 [BKonWT _P_Sf 2823 . _.q_D'-'*.ram X(;luzn;ge;gg 1034?'"(‘1 et) 5 2‘:‘ 5 ZBBft 6‘\1 — gz B‘:(olm — 101 13 Indoor/Outdoor Vinyl (colored supplies)* ©®  XC-1500-580-YL-BK 1 roll (cont) = 30ft. 1500 9.14m 3810 [BKonYL LN |
3/0-400 kemil  0.850" max dia (22.00 mm) XSL-23-427 100 1000 4000 1.000 2540 101.60 2540 [BKonWT) 240" wide -240- roll cont) 0. .~ 610 7.92m [BKonWT 102 B o avalabe i . P— . -
2 5400 kcal 0.850" max dia (22.00mm) > ¥SL-23-427YL-BK 100 1000 4000 1000 2540 10160 25.40 0.318 wide ®  XC318.498 170ll cont) | 0.318 %6 1t 807 792m : 1660 "Also available in Red, Orange, Green, Blue, White and Clear—refer to “Facility and Safety Labels” elsewhere in this brochure.
3/0-400 kemil ~ 0.850" max dia (22.00 mm) D XSL-33-427 100 1500 4.000 1.000 = 3810 101.60 25.40 0.375" wide @®  XC-375-498 1roll (cont) 0375  26ft. 953 7.92m v ) 14
0 500-900 kemil  1.300" maxdia (33.00mm) D XSL-34-427 50 1500 6.000 1500 | 3810 15240 3810 [BKonWT

1660 i
*Approx based on AWG for THHN wire .15 '




